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Coils 
Mill-finish 
 
 Alloys  

 1050, 1070, 1200, 1350 
 3003, 3004, 3005, 3103, 3104, 3105 
 5005, 5049, 5050, 5052, 5083, 5086, 5152, 5182, 5183,  
 5251, 5654, 5754 
 all H-tempers available, also in deep drawing quality 

 Gauge  

 0.25 - 4.0 mm 

 Width  

 25 - 1600 mm 

 Weight  

 100 kg – 12.000kg 

 CID 

 Ø 406 / 508 / 608mm (other diameters available on request) 

 Protection- & laser foil 

 50 | 80 | 100 μ  
 
 
 
 
 
 
 
 
 

Stucco Coils & Sheets 
Embossed 
 
 Gauge  

 0-5 – 1-2 mm 

 Width  

 500 - 1500 mm 

 Length  

 2000/2500/3000 mm 

 Coil Weight    

 150 kg   
 1000 kg  
 3000 kg  
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Pre-painted Coils and sheets 
stretched, coil coated in RAL- and special colors 
 
  

 Alloys 

 1xxx, 3xxx, 5xxx, 8xxx 
 after painting in temper HO, H42, H44, H46, H48 
  
 Gauge  

 0,22 – 2,0 mm (Coils) 
 0,50 – 2,0 mm (Sheets) 
  
 Width 

 20 - 1500 mm  (for gauge 0,22 – 2,0 mm) 
 12 - 1500 mm (for gauge 0,40 – 2,0 mm) 
  
 Coils 

 ID ø 300 / 400 / 406 / 500 / 508 mm 
 with or without paper core (depends on size/weight/temper) 
 
 Lacquer 

 Polyester (PE) 
 Polyurethan (PU) 
 Polyvinylidenflourid (PVDF) 
 Polyamid (PA) 
 
 Standard Painting / Standard Colour System 

 Top side: 2 layers 
   primer + lacquer, total: 25 +/-4 µ 
 
 Back side: 2 layers or only protection lacquer 
   primer + lacquer, total: 25 +/-4 µ 
   or 
   protection lacquer (5 +/- 2 µ) 
    
   Layer thickness can be adjusted to  
   customer requirements  
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Sheets 
Mill-finish 
 Alloys 

 1050, 1070, 1200, 1350 
 3003, 3004, 3005, 3103, 3104, 3105 
 5005, 5049, 5050, 5052, 5083, 5086, 5152, 5182, 5183  
 5251, 5654, 5754 
 all H-tempers available, also in deep drawing quality 

 Gauge 

 0.3 - 6.0 mm 

 Width 

 650 - 1600 mm 

 Length 

 650 - 5000 mm 

 Packaging 

 on wooden pallets of approx. 1,000 kg net, 
 with or without paper-interleaving 

 Protection foil 

 50 | 80 | 100 μ transparent and black/white 

   

 Stock items (with interleaving paper) 

                         •EN AW-1050 (H24)•   

 •EN AW-5754 (H22)•   

 •EN AW-5754 (H111)• 

 
 
  

 
    

 1000 x 2000 1250 x 2500 1500 x 3000 2000 x 4000 

0,8 • •  • • • •  
1,0 • • • • • • • • •  
1,2 • • • • • • • • •  
1,5 • • • • • • • • •  
2,0 • • • • • • • • • • • • 
2,5 • • • • • • • • •  
3,0 • • • • • • • • • • • 
4,0 • • • • • • • • •  
5,0 • • • • • • • • •  
6,0 • •  • • • •  
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Plates 
Mill-finish 
 Alloys 

 5083, 5754 
 H111 

 Gauge 

 8 + 10mm 

 Dimension 

 1000 x 2000mm 
 1250 x 2500mm 
 1500 x 3000mm 

 Packaging 

 on wooden pallets of approx. 1,000 kg net, 
 With paper-interleaving 
 
 

Stock items 

•EN AW-5083•   •EN AW-5754• 

 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
   

 1000 x 2000 1250 x 2500 1500 x 3000 

8,0 • • • • • 
10,0 • • • • 
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Tread Plates 
2-bar, 5-bar, Diamond 
 
 Alloy 

 5754-H114, 3xxx in 2-bar, 5-bar or Diamond  

 Dimensions (WxL) 

 650-1500 x 650-5000 mm (from new production)  

 Gauge & tread height 

 Basis gauge 1.5-8.0 mm  |  tread height 0.5 / 1 / 1.5 mm 
 
 
 
 
  Stock items 

       •2-bar•  •5-bar• 

 
 
 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
   

 1000 x 2000 1250 x 2500 1500 x 3000 

      1,5 / 2,0 • •  • • • • 
2,0 / 3,5 • • • • • • 

  2,5 / 4,0 • • • • • • 
  3,0 / 4,5 • • • 
  3,5 / 5,0 • • • • • • 
  4,0 / 5,5 • • • 
  5,0 / 6,5 • • • • • • 
  8,0 / 9,5 • • • • • • 

Diamond 

2-bar 5-bar 
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Foil 
Household foil 
 Alloy 

 1200 | 8006 | 8011 

 Temper 

 O / H111 

 Gauge 

 9 - 20 µ  

 Width 

 50 mm - 1.600 mm (global range) 
  

 CID  

 Ø 76 mm    (on aluminium core) 
 Ø 150 mm  (on steel core) 

 CAD  

 Ø 400 mm - 1.000 mm 
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Profiles 
standard & special profiles 

 Alloys 

 DIN  EN 

 AlMgSi0,5 6060  - AlMgSi 
 AlMgSi0,7 6063  - AlMg0,7Si 
 - 6005  - AlSiMg 
 - 6005A - AlSiMg(A) 
 AlMgSi1 6082 - AlSi1MgMn 
 

 Length 

 6.000 mm (standard) 
 Min. 1.500 mm to max. 12.000 mm 
 

 Bars 

 Round, Square, Flat (acc. dies list)  
 

 Tubes 

 Round, Square, Rectangular (acc. dies list) 
 

        T | U | Z | H - Profiles; Angles 

 acc. dies list 

 Special Profiles 

 (also anodised) acc. special request 
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Bars 
drawn or extruded 
 

Legierungen nach EN 

  

  
 
 
 
 

1xxx  2xxx 
1050 Al99,5  2007 AlCuMgPb 
1070 Al99,7  2007i AlCuMgPb (bleifrei) 
1350 E-Al99,5  2007r AlCuMgPb (bleireduziert) 

   2011 AlCuBiPb 
3xxx  2011i AlCuBiPb (bleifrei) 

3003 AlMn1Cu  2011r AlCuBiPb (bleireduziert) 
3004 AlMn1Mg1  2014 AlCuSiMn 
3103 AlMn1  2017 AlCuMg1 

   2024 AlCuMg2 
5xxx  2030 AlCu4PbMg 

5019 AlMg5  2030i AlCu4PbMg (bleifrei) 
5051A AlMg2  2030r AlCu4PbMg (bleireduziert) 
5056 AlMg5Cr  2618 AlCu2Mg1,5Ni 
5083 AlMg4,5Mn0,7    
5754 AlMg3  4xxx 

   4032 AlSi12,5MgCuNi 
7xxx    

7010 Al Zn6MgCu  6xxx 
7020 AlZn4,5Mg1  6005A AlSiMg (A) 
7022 AlZnMgCu0,5  6012  AlMgSiPb 
7049 AlZn8MgCu  6012i AlMgSiPb (bleifrei) 
7050 AlZn6CuMgZr  6012r AlMgSiPb (bleireduziert) 
7055 AIZn8CuMgZr  6023 AlSi1Sn1MgBi 
7075 AlZn5,5MgCu  6026 (LF) AlSiMgBi 
7150 Al Zn6CuMgZr  6028  

   6060 AlMgSi0,5 
AA-Legierungen  6061 AlMg1SiCu 

     2028  6063 AlMgSi0,7 
     2041  6066  
     2044  6082 AlSi1MgMn 
  6101 E-AlMgSi(B) 
  6182 AlSi1MgZr 
  6262 AlMg1SiPb 
  6262i AlMg1SiPb (bleifrei) 
  6262r AlMg1SiPb (bleireduziert) 
  6262A AlMg1SiSn 
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Bars 
Drawn or extruded 
 

 Length  

 
 3.000 mm (standard) 
 Min. 1.000 mm to max. 4.500 mm 
 

 Round 

   7 -   75 Ø mm  drawn 
 20 - 180 Ø mm  extruded 

 Square 

   7 -   60 mm  drawn 
 20 - 115 mm  extruded 

 Hexagonal 

   7 -   60 mm  drawn 
 20 – 134mm  extruded 

 Flat 

 Upon request   extruded 
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Billets 
 
casted, homogenised, machine-turned 

 Alloys 

 DIN  EN 

 AlCuMgPb 2007  - AlCu4PbMgMn 
 AlMg4,5Mn 5083 - AlMg4,5Mn0,7 
 AlSi1Sn1MgBi 6023 - AlSi1Sn1MgBi 
 AlMgSi1 6082 - AlSi1MgMn 

 Diameter 

 200 - 270 Ø mm (upon request) 
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ETF  Group 

Berner Str. 23 
60437 Frankfurt 

 
Tel.:   +49 69-905088-0 

Fax:   +49 69-905088-66 
Email: info@etf.de 

 
 
 

Visit us on: www.etf.de 
 


